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                             Team Shelter Assembly Instructions 

 
       

       Warning: Properly anchor team shelters and all other field equipment! 

 

 

Required tools: 
      Adjustable wrench 

            Socket set 

 Scissors 

 C-clamps(optional) 

             

 

Quick Assembly Instructions: 

 

1) Unpack crate and remove packaging materials 

                                           
 



2) Assemble base sections and tighten 2ea 3/8” x 4-1/2” bolts, 

locknuts and washers. (photos below) 

                       
 

                       
 

3) Using wood blocks or other spacers lift base assembly off the 

ground, this will allow you to attach upper panels to base 

assembly. (see photo above) 

 

 



4) Attach seat support assemblies to base using 2ea  5/16” x 4-1/2” 

bolts, locknuts and washers per support. (photo below)  

    
 

 

5) Attach bleacher planks to seat supports using 5/16” x 4-1/4” 

carriage bolts, locknuts and washers. (photos below) 

 
 



 
 

 

6) Attach the first end panel (with lexan panel facing to the outside) 

to the base using 2ea 5/16” x 2-3/4” bolts, locknuts and washers. 

(photo below) Do not tighten! 

 
 

 

 

 



7) To maintain a watertight seal between panels place sealing tape 

between sections. (photo below) 

 

 

8) Attach the first curved panel to the base and to the end panel. Use 

¼” x 3-1/4” bolts for the panel to panel connection. (photo below) 

Do not tighten panel to base or the panel to panel connections until 

all panels are installed! 

 
 

9) Continue assembling curved sections to base and to adjacent panel, 

placing sealing tape between panels as you proceed. (photo below) 

For 20’ and 24’ units install center support brace per photo #7 

 
 



10) Attach the panel to the base and to the last curved section. (see 

photo below) 

 

                        
 

11)  After all panels are assembled, tighten all bolts. DO NOT                        

OVERTIGHTEN. There should be approximately 1/16” gap between     

sections when complete.                                                               

 

12)Attach wheels to brackets using supplied bolts.  

 

 

13)Remove protective film from lexan. CAUTION- if film is left on 

and exposed to sun and rain it will not come off. 

 

14)Anchor shelter in desired location using stakes or permanent 

anchors. 

 

Warning: Always properly anchor team shelters!                          

 

 
 


